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1. TW 400-C standard Series Machine Description

Model TW-400-C series

picture
1. TW-V seires adopts the international brand component for keep machine running
stable, reliable and accurately.
2. Clamping force:From 40T
Max Injection weight:130g
Features Vertical clamping and vertical injection design

Space-saving compact design,more convenient to take product out.
Diversified hydraulic system

S




Dongguan Taiwang Machinery Co.,LTD

(ﬁTAIWANG HI®) Add:NO.85,Tianxin Street,Chongkou Industrial district,Dongguan city,China.
Email:tw@twmachines.com M:+86 13829239482 Wechat/Skype:jackielan160

2. TW 35V standard Series Machine Parameter

Specification UNIT TW-400-C
Screw Diameter mm 32 36
Injection Pressure kgf/c m* 2071 1367
Injection Volume cm? 64 96
er 110 130
Injection Weight(P.S)
Injection 0z 3.9 4.6
Unit Injection Rate cels 44 67
Screw Speed r.p.m 0~180
Screw Stroke mm 120
Nozzle Stroke mm 150
Material Hopper Volume L 30
Nozzle Contact Force tf 2.4
Clamping System | ... Hydraulic
Clamping Force tf 40
Clamping Stroke mm 215
Max.Mould Space mm 360
Cl%n:i)ting Min.Mould Height mm 145
Overall Size of platens mm 600*320
Distance between tie bar tf 450*190
Hydraulic Ejector Force mm 1.7
Ejector Stroke mm 40
Drive Motor Power kw 5.5(7.5HP)
Heater power kw 4.1
Oil Tank Capacity 1 160
Cooling Water 1/hr 600~800
Others
Machine Size m 1.5%1.2*2.9
Machine Weight t 1.8
Package Size m 1.8*16*2.5
Package weight t 2.3
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3. Machine Application
Suitable for precious part insert molding manufacturing proceesing .especiall for electronic

accessories.




